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F1-APS ID FILTER
SHIELD, FILTER 2

1:1

1 1 C

.030 [.762]

.010 [.254]

.005 [.127]

.25

125

OFHC GRADE 1
PER ANL SPEC. #B 170

PJE 7/93

C. BRITE 11/93

C. BRITE 8/93

C. BRITE 11/93

D. SHU  01/94

T.M. KUZAY  01/94

C 1=1 1

.35 [8.90]

1.500 [38.10]

3.000 [76.20]

.33 [8.38]

(R .67 [17.02])

.04 [1.00]

1.38 [35.05]

.236 [6.00]

.47 [12.00]

3.70 [94.00]

R .03 [.76] MAX

4X

REQUIREMENTS, TESTING AND DELIVERY PREPARATION, SEE
2.  FOR COMPLETE SPECIFICATIONS ON MACHINING, CLEANING, VACUUM

3.  DIMENSIONS IN BRACKETS [  ] ARE MILLIMETERS.

ANL DOCUMENT #410201-00095.

    PROHIBITED.  USE TRIM SOL OR APPROVED EQUAL LUBRICANT.
   SULPHUR-BASED CUTTING FLUIDS AND ABRASIVES IS
1.  WHEN MACHINING VACUUM PARTS, USE OF SILICONE,

NOTES:

FULL RADIUS

1.34 [34.04]

.395 [10.00]2.91 [74.00]

1.00 [25.40]

STK.

.04 [1.00] STK.

.125 [3.18]
2X

2X

Ø.125 [3.17]
6X

.1-1

.1-1
TIG

.30 [7.62] 2X
Ø.25 [6.35]


